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Prerequisites

SAPatrol-3 Server and Client require Java Virtual Machine installed. The version of Java Virtual Machine must be not less than 1.5 for both Windows and Linux versions.
Server Installation

To install the SAPatrol-3 Server v2.0 application, follow the instructions:

1. Run the SAPatrol-3 Server v2.0 setup program. Press Next.
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“This setup program willinstall SAPatrol-3 Server v2.0 on your
‘computer. Click Cancel if you do not want to install this application.
Click Next to continue the installation.

WARNING: This program is protected by international copyright
law and treaties.

Unauthorized reproduction or distribution of this program, or any.
portion of it, may result in severe civil and criminal penalties and
will be prosecuted to the maximum extent of the law.
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2. Press Browse and choose the required folder where to install the Server in the appeared dialog box. 
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Destination folder
Select a destination folder where SAPatrol-3 Server v2.0 will be
installed.

Setup will install files in the following folder.

1f you would like to install SAPatrol-3 Server v2.0 into a different folder then
dlick Browse and select another folder.

Destination folder

C:\Program Files\SAPatrol-3 Server v2.0

‘Space required: 15.37M8
Space available: 12.69G8.





Press Next. 

If the database already exists on your pc the installer will propose you to choose one of the following actions:

· Overwrite

· Overwrite all

· Skip

· Skip all

To erase the existing database and create a new one, press Overwrite or Overwrite all. To use the existing database and go to the next step, press Skip or Skip all. Overwrite all and Skip all refers to all files that need to be overwritten. You should always choose Overwrite all if you wish to clear your previous database and Skip all if you wish to leave you previous database.
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3. Specify the required parameters on the General and Licensing tabs.
The General tab contains the following information:

· Server Port. Specify the port which will be used for the SAPatrol-3 Server to listen to client connections.
· Maximum JVM Memory. Specify this parameter in case there are many units to monitor. Suggested minimum values are:
64 MB - <20 units

128 MB < 100 units
256 MB < 200 units
512 MB > 200 units

· Path to Java Virtual Machine. Specify the path to Java Virtual Machine which will be used to run the SAPatrol-3 Server.  

· Windows Service Account.  Specify this parameter important to monitor Log shipping. To use the Microsoft SQL Server SSPI authorization mechanism, create a new system account which will have rights to connect to Microsoft SQL Servers and execute statements. Check the box and type in the required values in the User and Password fields. 
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The Licensing tab should contain a hardware key which must be sent to the software distributor to get the key file. After receiving the key file, import it by pressing Import Key File. Only after that the SAPatrol-3 Service can be started.
Press OK. 
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In case of successful key file import, the system will inform:
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4. Press Finish to complete the installation.
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Click Finish to complete the installation.
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SAPatrol-3 Server Start Menu

In the Start menu, the User can select any shortcut of the SAPatrol-3 Server v2.0 item to  execute one of the following actions:

· SAPatrol-3 Server Settings shortcut is used to specify the required settings.
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· Start SAPatrol-3 Server v2.0 shortcut is used to run the SAPatrol-3 Server service.

· Stop SAPatrol-3 Server v2.0 shortcut is used to stop the SAPatrol-3 Server service.

· Uninstall shortcut triggers uninstalling the Server.
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Uninstalling Server
To uninstall the SAPatrol-3 Server v2.0 application, follow the instructions:

1. Select the appropriate item in the Start menu.
[image: image10.png]&3 SAPatrol-3 Server Settings
@5 StartSaPatrol-3 Server v2.0

@ swavol3cienti20

@ mre ,

@ Feststone Imoge Viewer  »

©3 Stop SAPatrol-3 Server v2.0





The system will display the Uninstalling SAPatrol-3 Server v2.0 dialog box. 
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Welcome to the SAPatrol-3 Server v2.0
Uninstallation!

re you sure you want to uninstall SAPatrol-3 Server v2.07
This uninstall process will remove SAPatrol-3 Server v2.0 from
your computer.

Click Cancel if you do not want to remove this application.

Click Next to continue the uninstall process.
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Press Next.
2. On the next step the system will propose you either to press Delete All to delete all files made by the SAPatrol-3 Server or press Next to keep them for future use. To delete any selected file, select the required one and press Delete. 
[image: image12.png]B Uninstalling SAPatrol-3 Server v2.0

Files not deleted
T O
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You or your other applications may need them.

C:\Program Files\SAPatrol-3 Server v2.0\backup\sapatrol.log
Program Files\SAPatrol-3 Server v2.0\backup\sapatrol.script
Program Files\SAPatrol-3 Server v2.0\dev_rfc.trc
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Client Installation
To install the SAPatrol-3 Client v2.0 application, follow the instructions:

1. Run the SAPatrol-3 Client v2.0. installation program. Press Next.
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Welcome to the SAPatrol-3 Client v2.0
Installation!

This setup program willinstall SAPatrol-3 Client v2.0 on your
‘computer. Click Cancel if you do not want to install this application.
Click Next to continue the installation.

WARNING: This program is protected by international copyright
law and treaties.

Unauthorized reproduction or distribution of this program, or any.
portion of it, may result in severe civil and criminal penalties and
will be prosecuted to the maximum extent of the law.
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2. Press Browse and choose the required folder where to install the application in the appeared dialog box. 
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Destination folder
Select a destination folder where SAPatrol-3 Client v2.0 will be
installed.

Setup will install files in the following folder.

If you would like to install SAPatrol-3 Client v2.0 into a different folder then click
Browse and select another folder.

Destination folder

C:\Program Files\SAPatrol-3 Client v2.0

‘Space required: 1.13M8
Space available: 12.69G8.
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Press Next. 

If the application already exists on your pc the installer will propose you to choose one of the following actions:

· Overwrite

· Overwrite all

· Skip

· Skip all

To rewrite the existing SAPatrol-3 Client settings (landscapes information), press Overwrite or Overwrite all. To use the existing settings and go to the next step, press Skip or Skip all. Overwrite all and Skip all refers to all files that need to be overwritten. You should always choose Overwrite all if you wish to clear your previous local SAPatrol-3 Client settings (like landscapes list and units view mode) and Skip all if you wish to leave you previous local SAPatrol-3 Client settings.
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3. Press Finish to complete the installation.
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Click Finish to complete the installation.
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SAPatrol-3 Client Start menu

In the Start menu, the User can select any shortcut of the SAPatrol-3 Client v2.0 item to execute one of the following actions:
· SAPatrol-3 Client v2.0 shortcut is used to run the SAPatrol-3 Client application.

· Uninstall shortcut is used to uninstall the application.
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Uninstalling Client
To uninstall the SAPatrol-3 Client v2.0 application, select the appropriate item in the Start menu.
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The system will display the Uninstalling SAPatrol-3 Client v2.0 dialog box. Press Next.
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Linux Installation
Client Installation
1. Unzip SapatrolClient.zip file to the folder where the SAPatrol-3 Client files will be stored (e.g. /home/<user name>/SapatrolClient)
2. Set execution rights to file SAPatrol-3.sh
3. Run SAPatrol-3.sh to start the SAPatrol-3 Client.
Server Installation
1. Unzip SapatrolServer.zip file to the folder where the SAPatrol-3 Server files will be stored (e.g. /home/<user name>/SapatrolServer)

2. Set execution rights to files settings.sh, stop.sh and start.sh

3. Run settings.sh to get hardware code on the Licensing tab.
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4. Get the hardware key from SAPatrol-3 software distributor and use settings.sh dialog to import license key. (or just copy SAPatrol-3.key to the folder SapatrolServer/lib)

5. Setup the server port and JVM Memory size at the General tab.
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The General tab contains the following information:

· Server Port. Specify the port which will be used for the SAPatrol-3 Server to listen to client connections.

· Maximum JVM Memory. Specify this parameter in case there are many units to monitor. Suggested minimum values are:

64 MB - <20 units

128 MB < 100 units
256 MB < 200 units
512 MB > 200 units

6. Run start.sh to start the SAPatrol-3 Server. To stop SAPatrol-3 Server run stop.sh.
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